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Fig. 3a

JQuery("#list2").jqGrid({
url:'serverphp?g=2",
datarype: "json’,
colNames:['Inv No', ' Date’, 'Client', '"Amount’, Tux', Total’, 'Notes'],
colModel:[  {name:'1d\index:'id’, width:55}, (name:'invdate' index: invdate’, width:90},
{name:name’index: name asc, invdate', width: 100}, {name:'amount’index:'amount’, width:80,
align:"right"],  [name:'tax’index:tax’, width:80, align:"right"},  {name: 'total’index: total’,
width: 80,align:"right"}, {name: 'note’,index: note', width: 150, sortable:fulse] ],
rowNum:10,
rowlList:[10,20,30],
pager: #pager?’,
sortname: 'id’,
viewsecords: true,
sortorder: "desc”,
caption:"JSONExample"
1)
JOQuerv("#list2").jqGrid('navGrid, #pager’ {edit:false,add:false,del false});

Fig. 3b
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(). ready(function() {
$("#signupForm").validate({

#

rudes: {

firstname: "required”,

email: {
required: true,
email: true

A

password: {
required: true,
minlength: 5

A

confirm_password: {
required: true,
minlength: 5,
equallo: "#password"

/

messages: {

firstname: "please enter your name”,

email: |
required: "please enter your Email address’,
email: " please enter correct email address”
A
password: {
required: "please enter a password”,

US 9,219,800 B2

minlength: jQuery.format("the password can not be less than {0} character”)

}
confirm_password: {
required: "please enter confirmed password",

minlength: " the confirmed password cannot be less than 5 characters”,

equalTo: "passwords entered two times are not consistent”

/
Hs

Fig. 4
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A
Network
Capability
Second Type First Type
Fourth Type Third Type
Client Capability
Fig. 5

*@GUI-START@%#/
....GUI java script
[*@GUI-END@*/

/*@FUNC-START@*/
....L.ogic java script
/*@FUNC-END@%*/

Fig. 6
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1
METHOD AND SYSTEM FOR A WEB
SERVER TRANSMITTING A RESPONSE TO
AN ACCESS REQUEST

PRIORITY

The present application claims priority to China Patent
Application No. 201210269626.3 filed on 31 Jul. 2012, and
all the benefits accruing therefrom under 35 U.S.C. §119, the
contents of which in its entirety are herein incorporated by
reference.

BACKGROUND

The present invention relates to an Internet application, and
more particularly, to a method and system for a web server to
transmit a response to an access request.

Web 2.0 Internet application programs are currently widely
used. A Web 2.0 Internet application program is a web appli-
cation program which uses a response that is composed based
on ascript. In a session where a network client accesses a web
application program based on a script composition response,
the network client obtains codes of the script over the net-
work. Parsing and rendering of the script are made via a
browser of the client. Thus, in one session, a workload allo-
cated to the client is usually determined before the session
starts, and the workload allocated to the client is unchanged
during the session.

In a practical application, various factors can dynamically
influence the web browser of the client, thereby making an
impact on an interaction effect rendered by the application
program. One factor can be a real time resource allocation to
the client, for example, when the client starts or ends other
application programs, percentages of the real time central
processing unit (CPU) and memory resources obtained by the
web browser will be changed, which will make the rendered
interaction effect changed. Another factor is a situation of the
network, for example, when the network bandwidth is small
and network speed is slow, the web browser of the client has
no response from a server for a long time, and the rendered
interaction effect will get poor.

SUMMARY

According to embodiments, methods, systems, and com-
puter program products are provided for a web server trans-
mitting a response to an access request. An access request for
a web application program deployed on a web server is
received, where a response corresponding to the access
request is composed with a script. A test script is transmitted.
A response time of the test script is received. The response
time includes a time that the test script is executed in a
browser of a client and a time that the test script is transferred
over a network. Different responses are transmitted to difter-
ent types of scripts included in the response corresponding to
the access request in accordance with the response time of the
test script.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

Through the more detailed description of some embodi-
ments of the present disclosure in the accompanying draw-
ings, the above and other objects, features and advantages of
the present disclosure will become more apparent, wherein
the same reference generally refers to the same components
in the embodiments of the present disclosure.
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FIG. 1 shows an exemplary computer system 100 which is
applicable to implement the embodiments described herein;

FIG. 2 shows a flowchart of a method for a Web server
transmitting a response to an access request in accordance
with embodiments described herein;

FIG. 3a shows an interface to be rendered in the client by a
graphical user interface (GUI) script in accordance with
embodiments described herein;

FIG. 3b shows a logic script corresponding to FIG. 3a in
accordance with embodiments described herein;

FIG. 4 shows an example of a logic script in accordance
with embodiments described herein;

FIG. 5 shows spatial positions of four types of clients in a
space of a client capability and a network capability in accor-
dance with embodiments described herein;

FIG. 6 shows a segment of the script which schematically
uses comment statement to indicate a script type in accor-
dance with embodiments described herein; and

FIG. 7 shows a structural block diagram of a system 700
that a web server transmits a response to an access request in
accordance with embodiments described herein.

DETAILED DESCRIPTION

Embodiments described herein include a web server trans-
mitting a response to an access request which is capable of
allocating a data flow between a web browser and a server, so
that more types of clients can access the server.

Some embodiments are described in more detail with ref-
erenceto the accompanying drawings, in which embodiments
of the present disclosure have been illustrated. However, the
present disclosure can be implemented in various manners,
and thus should not be construed to be limited to the embodi-
ments disclosed herein. On the contrary, those embodiments
are provided for the thorough and complete understanding of
the present disclosure, and completely conveying the scope of
the present disclosure to those skilled in the art.

FIG. 1 shows an exemplary computer system 100 which is
applicable to implement the embodiments described herein.
As shown in FIG. 1, the computer system 100 may include:
CPU (central processing unit) 101, RAM (random access
memory) 102, ROM (read only memory) 103, system bus
104, hard drive controller 105, keyboard controller 106, serial
interface controller 107, parallel interface controller 108, dis-
play controller 109, hard drive 110, keyboard 111, serial
peripheral equipment 112, parallel peripheral equipment 113
and display 114. Among the above devices, CPU 101, RAM
102, ROM 103, hard drive controller 105, keyboard controller
106, serial interface controller 107, parallel interface control-
ler 108 and display controller 109 are coupled to the system
bus 104. Hard drive 110 is coupled to hard drive controller
105. Keyboard 111 is coupled to keyboard controller 106.
Serial peripheral equipment 112 is coupled to serial interface
controller 107. Parallel peripheral equipment 113 is coupled
to parallel interface controller 108. In addition, display 114 is
coupledto display controller 109. It should be understood that
the structure as shown in FIG. 1 is only for exemplary pur-
poses rather than any limitation on embodiments of the
present invention. In some cases, some devices may be added
to or removed from the computer system 100 based on spe-
cific situations.

As will be appreciated by one skilled in the art, aspects may
be embodied as a system, method or computer program prod-
uct. Accordingly, aspects may take the form of an entirely
hardware embodiment, an entirely software embodiment (in-
cluding firmware, resident software, micro-code, etc.) or an
embodiment combining software and hardware aspects that
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may all generally be referred to herein as a “circuit,” “mod-
ule” or “system.” Furthermore, aspects may take the form of
a computer program product embodied in one or more com-
puter readable medium(s) having computer readable program
code embodied thereon.

Any combination of one or more computer readable medi-
um(s) may be utilized. The computer readable medium may
be a computer readable signal medium or a computer read-
able storage medium. A computer readable storage medium
may be, for example, but not limited to, an electronic, mag-
netic, optical, electromagnetic, infrared, or semiconductor
system, apparatus, or device, or any suitable combination of
the foregoing. More specific examples (a non-exhaustive list)
of the computer readable storage medium would include the
following: an electrical connection having one or more wires,
aportable computer diskette, a hard disk, a RAM, a ROM, an
erasable programmable read-only memory (EPROM or Flash
memory), an optical fiber, a portable compact disc ROM
(CD-ROM), an optical storage device, a magnetic storage
device, or any suitable combination of the foregoing. In the
context of this document, a computer readable storage
medium may be any tangible medium that can contain, or
store a program for use by or in connection with an instruction
execution system, apparatus, or device.

A computer readable signal medium may include a propa-
gated data signal with computer readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-mag-
netic, optical, or any suitable combination thereof. A com-
puter readable signal medium may be any computer readable
medium that is not a computer readable storage medium and
that can communicate, propagate, or transport a program for
use by or in connection with an instruction execution system,
apparatus, or device.

Program code embodied on a computer readable medium
may be transmitted using any appropriate medium, including
but not limited to wireless, wireline, optical fiber cable, RF,
etc., or any suitable combination of the foregoing.

Computer program code for carrying out operations for
aspects of embodiments may be written in any combination of
one or more programming languages, including an object
oriented programming language such as Java, Smalltalk, C++
or the like and conventional procedural programming lan-
guages, such as the “C” programming language or similar
programming languages. The program code may execute
entirely on the user’s computer, partly on the user’s computer,
as a stand-alone software package, partly on the user’s com-
puter and partly on a remote computer or entirely on the
remote computer or server. In the latter scenario, the remote
computer may be connected to the user’s computer through
any type of network, including a local area network (LAN) or
a wide area network (WAN), or the connection may be made
to an external computer (for example, through the Internet
using an Internet Service Provider).

Aspects of embodiments are described below with refer-
ence to flowchart illustrations and/or block diagrams of meth-
ods, apparatus (systems) and computer program products
according to embodiments of the invention. It will be under-
stood that each block of the flowchart illustrations and/or
block diagrams, and combinations of blocks in the flowchart
illustrations and/or block diagrams, can be implemented by
computer program instructions. These computer program
instructions may be provided to a processor of a general
purpose computer, special purpose computer, or other pro-
grammable data processing apparatus to produce a machine,
such that the instructions, which execute via the processor of
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the computer or other programmable data processing appa-
ratus, create means for implementing the functions/acts
specified in the flowchart and/or block diagram block or
blocks.

These computer program instructions may also be stored in
a computer readable medium that can direct a computer, other
programmable data processing apparatus, or other devices to
function in a particular manner, such that the instructions
stored in the computer readable medium produce an article of
manufacture including instructions which implement the
function/act specified in the flowchart and/or block diagram
block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps to
be performed on the computer, other programmable appara-
tus or other devices to produce a computer implemented
process such that the instructions which execute on the com-
puter or other programmable apparatus provide processes for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks.

In an existing web application program, generally, accord-
ing to a capability of a client, a response script is executed on
the client as much as possible. The reason is to use the com-
putation capability of the client as much as possible to avoid
an excessive pressure on a server end.

Embodiments include a method for a web server transmit-
ting a response to an access request to technically improve a
capability that a script is executed on the server end on the
existing sever end. Not all scripts may be executed on the
server end. It is desired that a load allocation of the scripts is
more flexible. To provide more flexibility, the load of the
scripts is dynamically allocated between the client and the
server end, so that a Web 2.0 program can support broader
client devices.

FIG. 2 shows a flowchart of a method for a web server
transmitting a response to an access request in accordance
with an embodiment. At block S201, an access request for a
web application program deployed on a web server is
received, wherein a response corresponding to the access
request is composed with a script.

The Web 2.0 Internet application program is a web appli-
cation program which largely uses a response composed
based on a script, including JavaScript, Visual Basis Script
(VBScript), HTMLS and the like. After this script application
program transmits the response script to a client in response to
the access request from the client, a web browser of the client
is used to parse or operate the response script, and then the
client can see the content rendered by the application pro-
gram. Since JavaScript is widely used, Javascript is used as an
example herein to describe embodiments. With respect to the
web application composed with other script languages, the
principle is the same and repeated description is omitted
herein.

At block S202, a test script is transmitted. The test script
transmitted to the client by the server can be a very small
page, and necessary information can be embedded in the page
as required.

In general, the script of the response to the access request of
the JavaScript application program mainly includes two types
of scripts, one type is a graphical user interface (GUI) script,
and the other is a logic script. FIG. 3a shows an interface to be
rendered on the client by a GUI script, whose length is up to
18 thousand (K) bytes after being parsed to an HTML tag in
accordance with an embodiment. For this reason, the parsed
HTML tag is not shown in the application text. FIG. 3b shows
the logic script corresponding to FIG. 3a in accordance with
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an embodiment. FIG. 4 shows an example of a logic script,
which is a common verification for a form that includes an
input, an input length, a mail format, a password and the like
in accordance with an embodiment.

On the web browser end, when the HTML tag is acquired
after the GUI script is parsed, a size of the HTML tag may be
far bigger than the size of the GUI script file itself, and the
parsing operation may be complicated and the consumed time
may be long. The consumed time for executing the logic
script may be related to a complication degree of the logic
script. In addition, the GUI script may be necessary for a
client because an interface is to be rendered on the client,
while the logic script may not be necessary for the client as it
can be executed either on the client or on the server end.
Therefore, it can be considered that different manners are
adopted for different response scripts for different types of
access requests. An aim of transmitting the test script is to
detect how many resources of the client can serve the appli-
cation program, and to check the network situation between
the server end and the client, so that how to transmit the
response script to the access of the network application pro-
gram can be decided. The test script may include only the GUI
script, or include only the logic script, or it may include both
types of scripts. Embodiments do not make any limitation
thereto.

Atblock S203, a response time of the test script is received,
and the response time includes a time that the test script is
executed in the browser of the client and a time that the test
script is transferred over a network. In fact, the time that the
test script is executed in the browser of the client may be
recorded by the client. The test page captures the time of a
clock before and after being executed, and then the time that
the test script is executed in the browser of the client may be
obtained by subtracting the captured time of the clock before
being executed from the captured time of the clock after being
executed. Alternatively, another manner can be used, for
example, by an indirect calculation manner that includes:
recording on the server end, the time A that the test script
request is received; the time B that the test result is received
next time in the same session; and a time difference T1
between A and B=a script runtime T2+a script download time
T3+a result upload time. Generally, the result upload time is
relatively smaller and can be omitted, and the script download
time is approximately equal to the network transmission time,
which can be measured, thus the script runtime T2=T1-T3.

The client returns to the server end at the time that the test
script is executed in the browser of the client, as a part of the
response of the test page. The time that the test script is
executed in the browser of the client indicates how many
resources of the client are allocated to the network applica-
tion. The time that the test script is transferred over the net-
work may indicate the current situation of the network, par-
ticularly, whether a bandwidth is large, a network speed is
fast, and the like. Further, a start time is recorded on the server
end before transmitting, and the noted time is integrated into
the test script, so that they are transmitted to the client
together. The client records an end time after finishing the
reception. The time that the test script is transferred over the
network may be acquired by calculating the difference
between the start time and the end time, and may be returned
to the server end as a part of the response of the test page.
Those skilled in the art can also perceive other manners that
the time that the test script is transferred over the network may
be acquired, for example, by transmitting a speed measure-
ment request to the server end through a speed measurement
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plug-in of the browser (the client), and storing the measured
speed value in a cookie, HTTP header, or URL for being
delivered to the server.

At block S204, different responses are transmitted to dif-
ferent types of scripts included in the response corresponding
to the access request in accordance with the response time of
the test script.

The network speed may have a great influence on the GUI
script, and the remaining resources of the client (including the
CPU resource and the memory resource) may have a rela-
tively great influence on the logic script. Thus, in one embodi-
ment, in response to the time that the test script is executed in
the browser of the client not exceeding a specified threshold
and to the time that the test script is transferred over the
network not exceeding a specified threshold (i.e., the client
device is a first type of device), the script included in the
response corresponding to the access request is transmitted.
In this embodiment, the remaining resources of the client are
sufficient, a computation ability is strong and the network
speed is fast, therefore the script included in the response
corresponding to the access request is transmitted directly,
and processed by the client, so that the entire system is sim-
pler. In an embodiment, the threshold of the network speed is
generally about twenty to thirty Kilobytes per second. Thus,
auser can freely set the threshold according to the demand of
the application. Herein, the sufficient remaining resources of
the client and the strong computation ability can be under-
stood as the client being capable of performing a relatively
complicated computation, so the GUI script can be parsed on
the client to generate the corresponding HTML tag, and the
client executes the logic script.

In one embodiment, in response to the time that the test
script is executed in the browser of the client exceeding the
specified threshold and to the time that the test script is trans-
ferred over the network not exceeding the specified threshold
(i.e., the client device is a second type of device), after the
GUI script included in the response corresponding to the
access request is parsed into the HTML tag, the HTML tag is
transmitted, and the logic script included in the response
corresponding to the access request is executed. In this
embodiment, the remaining resources of the client are few,
the computation ability is poor, but the network speed is fast,
therefore, the content processed by the client shall be
decreased, and the content transferred over the network can
be increased. Thus, after the GUI script included in the
response corresponding to the access request is parsed into
the HTML tag, the parsed HTML tag and the logic script
included in the response corresponding to the access request
are transmitted. Herein, the few remaining resources of the
client and poor computation ability can be understood as the
client being capable of performing a relatively simple com-
putation, the consumed time of which is acceptable to the
user, but the consumed time for performing the complicated
operation is unacceptable to the user. In this scenario, the
client has no capability of executing the GUI script with a
high operation complication degree, but can execute the logic
script.

In one embodiment, in response to the time that the test
script is executed in the browser of the client not exceeding
the specified threshold and to the time that the test script is
transferred over the network exceeding the specified thresh-
old (i.e., the client device is a third type of device), the GUI
script included in the response corresponding to the access
request is transmitted, and the logic script included in the
response corresponding to the access request is executed. In
this embodiment, where the time that the test script is
executed in the browser of the client does not exceed the
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specified threshold and the time that the test script is trans-
ferred over the network exceeds the specified threshold indi-
cates that the remaining resources of the client are sufficient,
the computation ability is strong, but the network speed is
slow, therefore, the content transferred over the network shall
be decreased. Thus, the GUI script included in the response
corresponding to the access request is transmitted for being
parsed by the client. Also, the logic script included in the
response corresponding to the access request is executed on
the server end, so that it is not necessary to transmit the logic
script, thereby reducing the transferred content.

In one embodiment, in response to the time that the test
script is executed in the browser of the client exceeding the
specified threshold and to the time that the test script is trans-
ferred over the network exceeding the specified threshold
(i.e., the client device is a fourth type of device), after the GUI
script included in the response corresponding to the access
request is parsed into the HTML tag, the HTML tag is trans-
mitted, and the logic script included in the response corre-
sponding to the access request is executed. In this embodi-
ment, the remaining resources of the client are few, the
computation ability is poor, and the network speed is slow,
therefore, not only the content transferred over the network
shall be decreased, but also the content processed by the client
shall be decreased. Thus, after the GUI script included in the
response corresponding to the access request is parsed into
the HTML tag, the HTML tag is transmitted, such that the
content processed by the client can be reduced. Although the
content transferred over the network is increased, as long as
the HTML tag is transmitted, the client can always display
some content, avoiding that it looks as if the entire client does
not respond in a point view of the client’s user. Also, the logic
script included in the response corresponding to the access
request is executed on the server end, so that it is not necessary
to transmit the logic script, thereby reducing not only the
transferred content but also the content processed by the
client.

FIG. 5 shows spatial positions of four types of clients in a
space of a client capability and a network capability in accor-
dance with an embodiment.

In one embodiment, the type of the script is noted in the
script of the response corresponding to the access request. A
programmer may clearly know the type of the script, that is,
whether the script belongs to the GUI script or the logic script.
When the programmer writes a program, the program can be
written according to the particular format, or a comment
statement in a fixed format is used to indicate the type of the
script. FIG. 6 shows a segment of a script which schemati-
cally uses comment statements to indicate a script type in
accordance with an embodiment.

In one embodiment, with respect to the JavaScript, the
server can determine and store the types of different segments
of' the script in the JavaScript file by scanning the JavaScript
file when the web application program is deployed. A JavaS-
cript file is the file having the extension name ofjs. Inthe scan,
comment statements or particular formats can be extracted to
determine the types (i.e. the GUI script or the logic script) of
the different segments of script noted in a particular format or
a comment statement in each JavaScript file and store them.
One storage manner is a storage path of all js files may serve
as a primary key with a primary hash table whose stored value
is a sub-hash table, and the primary key of the sub-hash table
is a JavaScript function name whose stored value is a flag of
the GUI script or the logic script. When the server end
receives the request to access some js files, one sub-hash table
can be found by the corresponding primary key of the primary
hash table via their file paths, and which JavaScript functions
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are the GUI script and which are logic script in the js files can
be extracted by traversing this sub-Hash table. Those skilled
in the art can understand that the storage manner of script
types of different script segments in the foresaid Javascript
file is only one embodiment, and those skilled in the art can
employ other storage manners, such as array, linked list and
the like.

In the an embodiment, since the script actually is all char-
acter strings, in view of performance optimization, the con-
catenation can be used, that is, the GUI scripts in the js file are
integrated into one script character string, or the logic scripts
are integrated into one script character string, and one buffer
can be designed to store them, so that they can be directly
taken out from the buffer according to a output type when the
js file is requested subsequently.

In one embodiment, the test script can be transmitted again
in response to receiving the access request of the web appli-
cation program again, the response time of the test script is
received again, the response time includes the time that the
test script is executed in the browser of the client and the time
that the test script is transferred over the network, and differ-
ent responses are transmitted to different types of scripts
included in the response corresponding to the access request
again in accordance with the received response time of the test
script. That is to say, the test script can be executed many
times, and the most recent result of the test script is used to
make a response each time. In another embodiment, the
response time of the test script can also be stored, and in
response to receiving the access request of the web applica-
tion program in the same session again, different responses
are transmitted to different types of scripts included in the
response corresponding to the access request in accordance
with the stored response time of the test script. That is, the
result of one test can be applied to the whole session, or the
test is performed each time of access.

An embodiment also includes a system for a web server
transmitting a response to an access request. FIG. 7 shows a
structural block diagram of a system 700 that a Web server
transmits a response to an access request in accordance with
an embodiment. In accordance with FIG. 7, the system 700
includes: a means for receiving an access request 701, con-
figured to receive an access request for a web application
program deployed on a web server, wherein a response cor-
responding to the access request is composed with a script; a
means for transmitting a test script 702, configured to trans-
mit a test script; a means for receiving a test script response
703, configured to receive a response time of the test script,
the response time including a time that the test script is
executed in a browser of a client and a time that the test script
is transferred over a network; and a means for transmitting an
access request response 704, configured to transmit different
responses to different types of scripts included in the response
corresponding to the access request in accordance with the
response time of the test script. The different types of scripts
may include a GUI script and a logic script. In one embodi-
ment, the type of the script is noted in the script of the
response corresponding to the access request. Also, in an
embodiment, the script is JavaScript.

In one embodiment, the means for transmitting an access
request response is further configured to transmit the script
included in the response corresponding to the access request
in response to that the time that the test script is executed in
the browser of the client does not exceed a specified thresh-
old, and the time that the test script is transferred over the
network does not exceed a specified threshold.

In another embodiment, the means for transmitting an
access request response is further configured to transmit a
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parsed HTML tag after the GUI script included in the
response corresponding to the access request is parsed into
the HTML tag, and transmit the Logic script included in the
response corresponding to the access request in response to
that the time that the test script is executed in the browser of
the client exceeds a specified threshold, and the time that the
test script is transferred over the network does not exceed a
specified threshold.

In still another embodiment, the means for transmitting an
access request response is further configured to transmit the
GUI script included in the response corresponding to the
access request, and execute the Logic script included in the
response corresponding to the access request in response to
that the time that the test script is executed in the browser of
the client does not exceed a specified threshold, and the time
that the test script is transferred over the network exceeds a
specified threshold.

In further another embodiment, the means for transmitting
anaccess request response is further configured to transmit an
HTML tag after the GUI script included in the response
corresponding to the access request is parsed into the HTML
tag, and execute the logic script included in the response
corresponding to the access request in response to that the
time that the test script is executed in the browser of the client
exceeds a specified threshold, and the time that the test script
is transferred over the network exceeds a specified threshold.

In one embodiment, the system 700 further includes (not
shown in FIG. 7): a storage means configured to store the
response time of the test script; and wherein the means for
transmitting an access request response is further configured
to transmit different responses to the different types of scripts
included in the response corresponding to the again received
access request according to the stored response time of the
test script in response to receiving the access request of the
web application program in one session again.

In one embodiment, the system 700 further includes (not
shown in FIG. 7): a deployment means configured to deter-
mine and store the script types of different script segments in
the JavaScript file by scanning the JavaScript file in response
to that the server deploys the web application program.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

The descriptions ofthe various embodiments of the present
invention have been presented for purposes of illustration, but
are not intended to be exhaustive or limited to the embodi-
ments disclosed. Many modifications and variations will be
apparent to those of ordinary skill in the art without departing
from the scope and spirit of the described embodiments. The
terminology used herein was chosen to best explain the prin-
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ciples of the embodiments, the practical application or tech-
nical improvement over technologies found in the market-
place, or to enable others of ordinary skill in the art to
understand the embodiments disclosed herein.

What is claimed is:

1. A method for a web server to transmit a response to an
access request, the method comprising:

receiving an access request for a web application program

deployed on a web server, wherein a response corre-
sponding to the access request is composed with a script;
transmitting a test script;

receiving a response time of the test script, the response

time including a time that the test script is executed in a
browser of a client and a time that the test script is
transferred over a network;

selecting a format of the response to the access request

based on the time that the test script is executed in the
browser of the client and the time the text script is
transferred over the network; and

transmitting the response to the access request to the client,

the response in the selected format.

2. The method according to claim 1, wherein the script
includes one or more of a graphical user interface (GUI) script
and a logic script.

3. The method according to claim 2, wherein said trans-
mitting the response in the selected format includes:

parsing the GUI script included in the response corre-

sponding to the access request into an HTML tag, and
transmitting the parsed HTML tag and the logic script
included in the response corresponding to the access
request in response to the time that the test script is
executed in the browser of the client exceeding a first
specified threshold and to the time that the test script is
transferred over the network not exceeding a second
specified threshold.

4. The method according to claim 2, wherein said trans-
mitting the response in the selected format includes:

transmitting the GUI script included in the response corre-

sponding to the access request, and executing the logic
script included in the response corresponding to the
access request in response to the time that the test script
is executed in the browser of the client not exceeding a
specified threshold and to the time that the test script is
transferred over the network exceeding a specified
threshold.

5. The method according to claim 2, wherein the transmit-
ting the response in the selected format includes:

transmitting an HTML tag after the GUI script included in

the response corresponding to the access request is
parsed into the HTML tag, and executing the logic script
included in the response corresponding to the access
request in response to the time that the test script is
executed in the browser of the client exceeding a speci-
fied threshold and the time that the test script is trans-
ferred over the network exceeding a specified threshold.

6. The method according to claim 1, wherein a type of a
script is noted in the script of the response corresponding to
the access request.

7. The method according to claim 1, said script is a Java-
Script.

8. The method according claim 1, wherein said transmit-
ting the response in the selected format includes:

transmitting the script included in the response corre-

sponding to the access request in response to the time
that the test script is executed in the browser of the client
not exceeding a first specified threshold and to the time
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that the test script is transferred over the network not
exceeding a second specified threshold.

9. The method according to claim 1, further comprising:

storing the response time of the test script; and

transmitting the response in the selected format in response
to receiving the access request of the web application
program in one session again.

10. The method according to claim 1, further comprising:

determining and storing the script types of different script

segments in a JavaScript file by scanning the JavaScript
file in response to the server deploying the web applica-
tion program.

11. A system for a web server to transmit a response to an
access request, the system comprising:

a memory having computer readable computer instruc-

tions; and

a processor for executing the computer readable instruc-

tions, the instructions including:

receiving an access request for a web application program

deployed on a web server, wherein a response corre-
sponding to the access request is composed with a script;
transmitting a test script;

receiving a response time of the test script, the response

time including a time that the test script is executed in a
browser of a client and a time that the test script is
transferred over a network;

selecting a format of the response to the access request

based on the time that the test script is executed in the
browser of the client and the time the text script is
transferred over the network; and

transmitting the response to the access request to the client,

the response in the selected format.

12. The system according to claim 11, wherein the script
includes one or more of a graphical user interface (GUI) script
and a logic script.

13. The system according to claim 12, wherein said trans-
mitting the response in the selected format includes:

parsing the GUI script included in the response corre-

sponding to the access request into an HTML tag, and
transmitting the parsed HTML tag and the logic script
included in the response corresponding to the access
request in response to the time that the test script is
executed in the browser of the client exceeding a first
specified threshold and to the time that the test script is
transferred over the network not exceeding a second
specified threshold.

14. The system according to claim 12, wherein said trans-
mitting the response in the selected format includes:

transmitting the GUI script included in the response corre-

sponding to the access request, and executing the logic
script included in the response corresponding to the
access request in response to the time that the test script
is executed in the browser of the client not exceeding a
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specified threshold and to the time that the test script is
transferred over the network exceeding a specified
threshold.
15. The system according to claim 12, wherein the trans-
5 mitting the response in the selected format includes:
transmitting an HTML tag after the GUI script included in
the response corresponding to the access request is
parsed into the HTML tag, and executing the logic script
included in the response corresponding to the access
request in response to the time that the test script is
executed in the browser of the client exceeding a speci-
fied threshold and the time that the test script is trans-
ferred over the network exceeding a specified threshold.

16. The system according to claim 11, wherein a type of a
script is noted in the script of the response corresponding to
the access request.

17. The system according to claim 11, said script is a
JavaScript.

18. The system according claim 11, wherein said transmit-
ting the response in the selected format includes:

transmitting the script included in the response corre-
sponding to the access request in response to the time
that the test script is executed in the browser of the client
not exceeding a first specified threshold and to the time
that the test script is transferred over the network not
exceeding a second specified threshold.

19. The system of claim 11, wherein the method further
comprises:

storing the response time of the test script; and

transmitting the response in the selected format in response
to receiving the access request of the web application
program in one session again.

20. A computer program product for a web server to trans-
mit a response to an access request, the computer program
product comprising:

a computer readable storage medium having computer
readable program code embodied therewith, the com-
puter readable program code comprising:

computer readable program code configured to:

receive an access request for a web application program
deployed on a web server, wherein a response corre-
sponding to the access request is composed with a script;

transmit a test script;

receive a response time of the test script, the response time
including a time that the test script is executed in a
browser of a client and a time that the test script is
transferred over a network;

selecting a format of the response to the access request
based on the time that the test script is executed in the
browser of the client and the time the text script is
transferred over the network; and

transmit the response to the access request to the client, the
response in the selected format.
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